HUNG PUMP GROUP

ADL Series

O 000000000000 OCOCGO OO
FEATURES 4Pole motors

A Non-clog Operation:

Non-clog semi-open scroll type impeller
prevents clogging by fiber.

A Robust Construction
Allrigid Cast Iron body and Stainless Steel
Fasteners.

A Double Mechanical Seal in Oil Chamber
with lower faces of hard silicon carbide provides
strong and reliable shaft sealing.

A Profector:

Quick acting dual response provides
protection against overload,

A Automatic Operation:

Equipped with float switch and control box is optional.

APPLICATIONS

Aldeal for waste water applications
containing soft or fibrous solids.

Alndustrial waste water drainage.

A Septic effluent.

A Miscellaneous drainage.

CONSTRUCTION
. NO ' Description Material
1 Casing FC200
3 2 Impeller FC200
2 4 Key SUS304
5 6 Casing Gasket NBR
7 8 Braket FC200
8 10 O-ring NBR
9 12 Gasket NBR ok
10 13 Mechanical Seal CA/CE
11 14 Bearing CNM5K UKAS
d b 4|| 15  Shaft SUS410 e
19 16 Rotor S. STEEL
0 17  Stator S. STEEL f@mﬁ
6 18 Motor Housing FC200 3 0
2 > 19  Bearing CNM5K 200 SGS
20  Wave Spring STEEL PLATED
76 21 Housing Gaske NBR
23 Bearing cap FC200 C E
26 Motor Cap FC200
S 39  Power Cord HO5SRNF/07 C
42 Connection Board PVC s p
45  Lubricating Oil R68 RATED c us




Hung Pump Group
APP 16 Lien-Ming Street, Ba-De City 334 ,

Taoyuan, Taiwan

TEL:(886) -3-371-3969

FAX:(886) -3-371-3996

E-Mail: hungpump@ms9.hinet.net
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. - Control Box and Float Switch.
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SPECIFICATION
Model Output Outlet Rated Maximum Dimension Weight |3 Phase|Solid Dia.[Cycle
HP W mm | Inch |Head(M)| Flow(/m)|Head(M)| Flow(im)| LxW xH (mm)| Kg Pole |Passed(mm)| Hz
65ADL51.5 2 1.5 65 2.5" 8 450 15 800 497x491x576 51 4 40 50/(60)

80ADL51.5 2 1.5 80 3" 7 540 12 950 524x292x597 54 4 50 50/(60)
80ADL52.2 & 2.2 80 " 9 500 15 1200 | 373x310x658 66 4 50 50/(60)
80ADL53.7 5 3.7 80 & 11 920 18 1600 | 400x330x688 74 4 48 50/(6
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